2-0* 20"
3-0° MIN, 3'-0" MIN,
5 6'-0" MAX, 10°-0" 6'-0" MX. 5
W] Y
, o . o
Z% < zZ% N
== = == WOOD SIGN SUPPORT
‘c,>«:-|> o) 55 4"x6” TREATED TIMBER
J
¥ g b POST (TYPICAL)
27 CROSS|SLOPE—>

1 1/4* DIA. TOP RAIL

1'-0" MAX,

DETAIL

INCIDENTAL TO POST CONSTRUCTION

BACKFILL WITH AGGREGATE
BASE COURSE TYPE B

1-0" MAX, I l

NS LCN PLACEMENT ON TWO-WAY SHARED USE PATH

SCALE: N.TS.

8" AGGREGATE BASE

COURSE, TYPE B 6"x6” WOOD BOLLARDS

ON 5'-0" CENTERS

[ AGGREGATE BASE COURSE,

TYPE B INCIDENTAL TO
1'-0" MAX ]

BOLLARD CONSTRUCTION

=74

3-0*

23
- !“‘"‘—

l 8’47
I

2,

NOTE:
BIKE RACK TO HAVE A POWDER COATED
FINISH IN A COLOR TO BE CHOSEN BY IDNR,

-2 3/8” 0,D. STEEL PIPE

Jf7 172" DIA, FLUSH MOUNTED BASEPLATE WITH
172'X 4* ST, STL. "RAWL-SPIKE" OR APPROVED EQUAL

1. DIMENSIONAL AND REINFORCEMENT CHANGES
WILL BE PERMITTED UPON PRIOR WRITTEN
APPROVAL OF THE ENGINEER.

2 UNLESS OTHERWISE NOTED, CONCRETE SHALL
BE PER THE STANDARD SPECIFICATIONS.

DETAIL
P wWQ00D BOLLARD DETAIL
SCALE: NTS. 3 BIKE RACK
SCALE: N5,
g’ _—
6 5/8* HOLE
1 1/2” I‘——" / \
JARE! | _—#3 REBAR (2 CLEARANCE) Ly 1
! = 69% LONG 2 EA. (TYP) \ I < |
fom g + t )
° 1 } ° ™—~—PRECAST CIONCRETE BUMPER ———"""" Ly !
3 1/0v | : BLOCK 72" LONG C(TYP) { | ! !
| #3 REBAR, 24° LONG AT 647 CENTERS————! | ||
o l,I,J o DRIVEN FLUSH WITH TOP OF BLOCK - ".J ” LT' -
T T T
SIDE VIEW FRONT VIEW
NOTE:

DETAIL— PRECAST

<:> CONC. BUMPER BLOCK
SCALE: N.TS.

10 MIN,

I DIA. TYPICAL

4-g

PROFILE

2 1/2* DIA. END POST
#9 GAGE ~ 2% MESH CHAIN LINK FENCE
/_FABRIC PAINTED BLACK, SEE SPEC BORQK
N 4 . \’ N
X

1 172" DIA,
LINE POST

G?“P‘oe

-

BICYCLE SAFETY FENCING NOTES:

) 16'-0"

TOTAL ISHEET
ROUTE SECTION COUNTY SHEETS! NO.
GRCDT|09~-00038~-00-BT | MASSAC 55 28
FROM STA. TO STA.

FEDERAL PROJECT NO. ARA-5045(009) I CONTRACT NO. 99417

1 1747 DIA. TOP RAIL

/1 172" DIA. LINE POST
1 174" DIA. BOTTOM RAIL

CL OF TRAIL

27 CROSS| SLOPE —>

l

.

46"

10'-0°
| P CONCRETE P.C. CONCRETE
) <.
DIA. TYPICAL
SECTION

1. ALL CONCRETE SHALL BE CLASS “S1” PER SECTION 1020,

. FITTINGS SHALL BE HEAVY DUTY.

. ALL POSTS SHALL BE CAPPED.

2
3. END POSTS SHALL BE 2%" DIA.
4
S

. CONSTRUCTION AND MATERIALS SHALL CONFORM TO
SECTIONS 664, 1006.26, 1006.27, AND 1006,28

DETAIL ,
CHAINLINK FENCE 4’—0”

4

SCALE: N.TS.

4* # 7 GALVANIZED STEEL GATE POSTS
ADJUSTABLE TRUSS RODS TIGHTENERS
STOP SIGN (MUTCD Ri-1)

INDUSTRIAL HINGES

" x 2" GALVANIZED
STEEL GATE FRAME

12"x36° CONCRETE FOOTINGS
CLASS SE CONCRETE INCLUDED
IN THE COST OF THE GATE

X

GATE LOCK ASSEMBLY

4'¢ KEEPER POST

PIPE CLAMP.

ROADWAY

PLAN VIEW

U

-

PLAN VIEW
AUTOMATIC GATE KEEPER

SIDE VIEW

2 1/2%¢ CDLLAR/
2'x2* SQUARE TUBING

4’9 GATE POST WITH CA
BURR THREADS TO

o

.

—f =0

PLAN VIEW

1/2* PLATE
/ 2" @ PIPE

]

PREVENT REMOVAL
(TYPD

R ES
™

1"¢x12* THREADED ROD

MUT AND WASHER (TYP)

i
2K

2 /2" ¢ COLLAR
“\_2x2* SQUARE TUBING

ow_i
ADJUSTMENT AS NECESSARY TO LEVEL GATE

TOP_GATE HINGE

/2" ¢ LOCK HOLE

GATE LOCK ASSEMBLY

2" ¢ PIPE

ot

~

0

1
|
|
-
T ZE’xE’ SQUARE TUBING

DETAIL AT TOP HINGE

DETAIL
PIPE GATE

o

SCALE: N.T.S.

13*X5"X1/4" féTEEL PLATE WELDED TO GATE
2 ”

HORIZONTAL PANEL DETAIL

/r'xa' SQUARE TUBING

18

2" ¢ PIPE
DETAIL AT BOTTOM HINGE

2 e'e CDLLAR“\

o |




